
VMAC G30 gas driven air compressors are proven to work 
in extreme cold climates across North America when 

ordered with an optional, factory-installed cold climate kit. 
Engines supplied by Honda come with an industry-leading 

3-year warranty and VMAC rotary screw air compressors 
come with the industry’s first Lifetime Limited Warranty. For 

peace of mind, without the headache.

VMAC G30 gas driven air compressors are engineered and 
manufactured for mobile applications. VMAC air compressors 

feature the latest rotary screw technology integrated into a 
compact, turn-key package that is significantly lighter and 

smaller than any other competitive model. With 2 optional 
configurations—standard or stacked—operators can fit more 

tools, equipment and supplies on trucks, without hassle. 

VMAC G30 gas driven air compressors include a patented    
30 CFM rotary screw air compressor designed to maintain 

max CFM 100% of the time, so operators don’t have to wait 
for their air compressor to fill up an air receiver tank. This       

maximizes air tool performance while providing maximum 
operator efficiency at the job site and eliminating downtime.



AIR RECEIVER TANKS 12, 10, 8 or 6-GALLONS 
Standard: A500188 / A500183 (plus, A500189)
12-Gallon or 8-Gallon Low Profile Tanks (base mounted) 
– includes gauges, fittings, hose and valves 
Standard: A500188 / A500183 (plus, A500189)
10-Gallon Wing Tank (includes gauge) or 6-Gallon Tank 
w/Mounting Feet (remote mounted) – includes fittings, 
valves, and tank drain

800 W POWER INVERTER 
A500181
800 W, 12 V power inverter; 
required to power the VMAC 
G30 gas driven air compressor 
cold climate kit. 

REMOTE CONTROL PANEL 
A500042*
Remote control panel with a ten 
foot extension for key switch, hour 
meter, choke, and unloader 600 W.

COLD CLIMATE KIT*
A500044
Heats up the G30 on the way to 
the jobsite, recommended in 
below freezing temperatures. 
*800W Power Inverter required  *Standard Model only


